
Il SOPRASTUFA è composto da un’involucro esterno in 
lamiera di acciaio plastificato con   vernici  cotte in forno 
a 200°. Al suo interno un serbatoio in lamiera di acciaio 
spessore 20 / 10 , con trattamento interno anticorrosivo 
in smalto porcellanato a liquido cotto a 850°, valvola 
di ritegno scarico sicurezza, anodo anticorrosivo di 
magnesio estruso, tubi acqua calda e fredda con guaina 

in acciaio inox aisi 304
Press. Max. Esercizio 7Atm

GARANZIA 2 ANNI

ACCESSORI

Collare superiore diametro 
120 - 130 - 140 - 150

Collare di rialzo per adattare a stufe del diametro 
120 - 130 - 140 - 150

IL SOPRASTUFA has composed with out casing in plastic 

coated steel sheet with paint baked at 200°. Inside there 

is an internal inner tank made of steel sheet thickness 

20/10- 30/10 with internal anticorrosive treatment in liquid 

porcelain enamel baked at 850°, discharge check valve 

safety, extruded magnesium anode anticorrosive, hot 

and cold water pipes in stainless steel aisi 304

Max. working pressure 7Atm

2 YEAR WARRANTY

ACCESSORIES

Upper collar diameter 

120 - 130 - 140 - 150

Lower collar to fit stoves diameter 

  120 - 130 - 140 - 150

EC O N O M I C O

E C O L O G I C O

IL SOPRASTUFA


